
Features

 � High-resolution 4.1MP CMOS image sensor

 � Quad HD 2K video recording with 2592x1520 up to 60Hz

 � Built-in dual mic array and privacy shutter

 � Built-in auto focus and 4x zoom

 � Wide 75° field of view
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We regularly expand our product range. We will be happy to provide information on updates in this regard upon request. 

All information is subject to confirmation and non-binding. Technical changes, printing errors and mistakes excepted. 

The illustrations used in this document may differ from the delivered product.
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Connection

Output USB-C with USB-A adpater - 2.0m cable

USB version 2.0

Maximum required Bandwidth 512 Mb
 

Imaging

Imaging sensor 1/ 2.7”, 4.1MP, CMOS digital sensor

Viewing angle D=75°/ H=62°/ V=36°

Digital zoom 4x digital zoom in HD 720P

Focus type Auto focus

Frame rate 60fps

Video Format YUY2/MJPG

Supported Resolution 2592x1520, 2560x1440, 1920x1080, 640x480
 

Audio

Microphone Built-in linear array of double microphones
 

General

Product Dimensions 93.4 x 55.1 x 53.6 mm

Product Weight 140g

Housing Material ABS

Colour Black

Operation Temperature 0 ~ 40°C

Storage Temperature -20 ~ 60°C

Relative Humidity 95% room humidity

Power Consumption Max. 1.2W

Product Overview

Art. No. EAN

VL-OC100 4251364743591


